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All bearing pads shall be 1’ thick. 12 required BAR S;(E)
Omit holes when using expansion bearings. . BAR S(E)
Expansion bearing pad shall be bonded to the substructure. —
SECTION A-A TYPICAL TRANSVERSE TIE ASSEMBLY |
—_ 37 ‘ N
23707 | 2
10%¢ Y 1-55%7 1097 X
¢ Transverse I )
tle diaphragm % 17-30
-3 . € Lifting loops ¢ 3" ¢ Hole for transverse \/ N
2 each end tie assemblies 5 1 5
s = BAR WE)
|
TreT T e —
| |
s et i ' 387 '
ola | | :
T b BAR Sy(E) | |
------------- Mgl pre—————
101 ,r -} R R
- | T T i’
| T I 3-7" , X,
i AR ; )
: Lo H— 1097 1-5%"  10%]
| poome g l ’ l
i o (-
10| R I N Jombe N BAR Ui (E)
|+ i '!'05‘!1 & N
I ; g3
S — Hgr— < - Ly ¢ Conduit
Q ] W
LO | [ e I et A l::l == BAR A( (E) 37 Radius
T oo
. . : '“' - : Top of Beam
S N 1 |”| 11 i ] ¢ Vent
RSN PR TN 1 I N R QP L AL
NN N | |“: : : \  foles fop :NT oy
N 1 ~ 3-l,
G L [ | R .22 ¥
B Jb o e g 3 7 270 ksi strands
r—=- 1 ol hHi{1l gy, ‘ 5
N O | Lleem = fem e J :n: : : I - =~
& | 1
s UL ’- A
1 L . : 1 L .» )
37 B L ) 1 S—
-1 mp. . Exterior \ " ‘
, iz Eoom e 67
77| € 27 ¢ Holes for dowel |47 NOTES
rods af fixed ends only -~ w Prestressing steel shall be uncoated high strength, low relaxation 7-wire strand, Grade 270. LIFTING LOOP DETAIL
72 72 The nominal diameter shall be 2’ and the nominal cross-sectional area shall be 0.153 sq. in.
196 The 1 ¢ rods in the transverse tie assembly shall be tightened to a snug fif and the threads
2-6" -6 i 2-0" sef. Pockets on exterior faces of bridge shall be filled with grout after transverse tie assembly
' is in place. BILL OF MATERIAL
PLAN VIEW . Reinforcement bars shall conform to ASTM A 706, Grade 60. (See Special Provisions). Frecasl Presiressed
- . Two g’ fabric adjusting shims of the dimensions of the exterior bearing pad shall be provided for each Conc. Deck Bms. (17" depth) Sq. Fi.| 1,288
bearing pad location. - - 2
A minimum 2% ¢ lifting pin shall be used to engage the lifting loops during handling.
Corrosion Inhibitor, per Article 1020.05(b)(12) and 1021.06 of the Standard Specifications, shall be used
Note:  Connect beams in pairs with the in the concrete for precast prestressed concrete deck beams.
transverse tie configuration shown. Compressive strength of prestressed concrefe, f’c, shall be 6000 psi.
Compressive strength of prestressed concrete at release, f'ci, shall be 5000 psi.
All bars shall be epoxy coated.
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